
This multi-functional, low viscosity fluid has been formulated specifically for tractors using a 

centralized system to lubricate the transmission differential wet brakes, power steering and hydraulic 

systems. Outstanding frictional properties provide chatter free operation of the wet brakes, prolonging 

the life of the oil seals, hydraulic hoses and other rubber parts while also protecting gears, pumps and 

other parts from high load wear.  Recommended for equipment with common transmission, hydraulic, 

final drive and wet brakes pumps where intermixing may occur due to implement attached.

SPECIFIC GRAVITY @ 15°C 0.8667

KINEMATIC VISCOSITY CST @ 40°C 34.17

KINEMATIC VISCOSITY CST @ 100°C 7.365

VISCOSITY INDEX 189

FLASH POINT, °C 224

POUR POINT, °C -48

BROOKFIELD VISCOSITY, @ -40°C 16000

COLOR 1

APPLICATIONS 
MEETS AND EXCEEDS REQUIREMENTS FOR:

• API: GL-4 • CAT: TO-2

ALL SEASON TDH TRACTOR FLUID

PRODUCT SPECIFICATION data sheet

In order to continue to provide superior quality, BOSS LUBRICANTS reserves the right to change composition of it's products without notice.
For the location of the Distributor nearest you, please call 1-800-844-9457. BOSS LUBRICANTS #112, 6303 30th Street S.E. Calgary, AB T2C 
1R4 



APPLICATIONS 
MEETS AND EXCEEDS REQUIREMENTS FOR:

• MASSEY FERGUSON: M-1110, M-1127, M-1127A, M-
1127B, M-1129, M-1129A, M-1135, M-1141

• AGCO 821XL

• ALLISON: C-4, C-2 • DEUTZ, ALLIS-CHALMERS POWER FLUID 821

• ABEX/DENISON: HF-0, HF-1, HF-2 • CASE: JIC 144, 145, MS-1209, 1210, 1207, 1204

• HITACHI • MAT 3525, 3505, 3540

• MS-1230 (POCLAIN EQUIPMENT) HYDRAULIC 
FLUID FOR HIGH PRESSURE SYSTEMS

• JOHN DEERE: J20D,J21A, J14C, 303

• INTERNATIONAL HARVESTER HY-TRAN B-6 • FORD NEW HOLLAND M2C41A,B, M2C48B, M2C53A, 
M2C86A, M2C86B, M2C134A, B, C, D (NH-410B)

• HESSTON-FIAT AF-87, OILOFIAT TUTELA MULTI-F • GROVE MANUFACTURING HYDRAULIC FLUID

• KOMATSU AXO80 AND PRIOR, DRESSER, LANDINI • KUBOTA UDT

• STEIGER HYD-TRANS SEMS 17001 • SAUER/DANFOSS (SUNDSTRAND) – HYDROSTATIC 
TRANSMISSION FLUID

• VERSATILE – ESN-M2C134D (FNHA-2-C-201.00) • VERSATILE GEAR AND HYD-TRANS

• VICKERS: 35VQ25 • OLIVER/WHITE Q-1826, Q1766, Q1722, Q1766B, Q1705, 
Q1802, TYPE 55

• SPERRY VICKERS: M-2950-S MOBIL HYDRAULICS, 
I-286-S INDUSTRIAL HYDRAULICS

• CLARK – LIFT TRUCK TRANSMISSION FLUID TA 12, TA 
18, HR 500, HR 600

• VOLVO: WB101 • ZF – TE-ML-03E TORQUE CONVERTER TRANSMISSION

ALL SEASON TDH TRACTOR FLUID
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APPLICATIONS 
MEETS AND EXCEEDS REQUIREMENTS FOR:

• ZF TE-ML-05F OFF-ROAD AXLES, EXCEPTION OF 
HYPOID GEARS

• VALMET, YANMAR, NEW IDEA POWER UNITS, 
LEYLAND, BELARUS & FIAT

ALL SEASON TDH TRACTOR FLUID
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