
BOSS Chain and Bar oils come in 2 grades for year round applications. Formulated from high quality 

base stocks and technologically advanced additives for outstanding performance and equipment 

longevity. These oils contain an effective tackiness agent that improves adhesion to equipment, as 

well as special friction, rust and corrosion and wear reducing additives. It is developed for use in 

modern chain saws used in the logging industry as well other industrial users. Dyed red/amber to 

easily identify coverage and can be applied by hand or with an automatic oiler.

GRADE WINTER SUMMER

DENSITY @ 15.5°C 0.86 0.872

KINEMATIC VISCOSITY CST @ 40°C 45 91

KINEMATIC VISCOSITY CST @ 100°C 7.6 12.3

VISCOSITY INDEX 120 110

POUR POINT, °C -30 -20

COLOR RED/AMBER RED/AMBER

APPLICATIONS

• FOR ALL CHAIN AND BAR APPLICATIONS 
INCLUDING CHAIN CONVEYORS

• DRIVE CHAINS THAT REQUIRE EXTREME PRESSURE 
QUALITIES AND NON DRIP FEATURES

CHAIN & BAR OIL

PRODUCT SPECIFICATION data sheet

In order to continue to provide superior quality, BOSS LUBRICANTS reserves the right to change composition of it's products without notice.
For the location of the Distributor nearest you, please call 1-800-844-9457. BOSS LUBRICANTS #112, 6303 30th Street S.E. Calgary, AB T2C 
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APPLICATIONS

• APPLICATIONS WHERE WATER IS AN ISSUE
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